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(2) THE FARM TRACTOR ELEMENT OF THE
COMB INATION SHALL BE EQUIPPED AS REQUIRED IN SUBSECTION
{A) OF THIS SECTION. ’

(3) THE TOWED UNIT OF FARM EQUIPMENT OF THE
COMB INATION SHALL BE EQUIPPED ON THE REAR WITH TWO RED
LAMPS VISIBLE WHEN LIGHTED FROM A DISTANCE OF ©NOT LESS
THAN 1,000 FEET TO THE REAR, AND TWO RED REFLECTORS
VISIBLE TO THE REAR FROM ALL DISTANCES WITHIN 600 FEET TO
100 FEET TO THE REAR WHEN DIRECTLY IN FRONT OF LAWFUL
UPPER BEAMS OF HEAD LAMPS.

(4) THE COMBINATION ALSO SHAIL BE EQUIPPED
WITH A LAMP DISPLAYING A WHITE OR AMBER LIGHT, OR ANY
SHADE OF COLOR BETWEEN WHITE AND AMBER, VISIBLE WHEN
LIGHTED FROM A DISTANCE OF NOT 'LESS THAN 1,000 FEET TO
THE FRONT. THIS LAMP SHALL BE SO POSITIONED TO
INDICATE, AS NEARLY AS PRACTICABLE, THE EXTREME LEFT
PROJECTION OF THE COMBINATION CARRYING IT.

{C) THE TWO RED LAMPS AND THE TWO RED REFLECTORS
REQUIRED IN THIS SECTION ON A SELF-PROPELLED UNIT OF FARM
EQUIPMENT OR COMBINATION OF FAKM TRACTOR AND TCWED FARM
EQUIPMENT SHALL BE POSITIONED TC SHOW FROM THE REAR AS
NEARLY AS PRACTICABLE THE EXTREME WIDTH OF THE VEHICLE OR
COMBINATION CARRYING THEM.

REVISOR'S NOTE: This section presently appears as
Art. 66 1/2, §12-215."

Except - for minimal changes in style and
nomenclature, this section has not been
revised; see General Revisor's Note to this
title.

22-216. LAMPS ON OTHER VEHICLES AND EQUIPMENT.

EVERY VEHICLE, INCLUDING ANIMAL-DRAWN VEHICLES AND
VEHICLES REFERRED TO IN §22-101(E) OF THIS TITLE, NOT
SPECIFICALLY REQUIRED BY THE PROVISIONS OF THIS SUBTITLE
TO BE EQUIPPED WITH LAMPS OR OTHEF LIGHTING DEVICES, AT
ALL TIMES SPECIFIED IN §22-201.1 OF THIS SUBTITLE, SHALL
BE EQUIPPED WITH AT LEAST ONE LAMP DISPLAYING A WHITE
LIGHT VISIBLE FBROM A DISTANCE OF NOT LESS THAN 1,000 FEET
TO THE FRONT OF THE VEHICLE, AND ALSO SHALL BE EQUIPPED
WITH TWO LAMPS DISPLAYING RED LIGHTS VISIBLE FROM A
DISTANCE OF NOT LESS THAN 1,000 FEET TO THE REAR OF THE
VEHICLE OR, AS AN ALTERNATIVE, ONE LAMP DISPLAYING A RED
LIGHT VISIBLE FROM A DISTANCE OF NOT LESS THAN 1,000 FEET
TO THE REAR AND TWO RED REFLECTOBRS VISIBLE FROM BALL
DISTANCES OF 600 TO 100 FEET TO THE REAR WHEN ILLUMINATED
BY THE UPPER BEAMS OF HEAD LAMPS.

REVISOR'S NOTE: This section presently appears as
Art. 66 1/2, §12-216.

Except for required changes 1in nomenclature,



